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XL250 FRONTTEIL MIT MINERALFASERPLATTE PRIMD®

Frontteil mit Mineralfaserplatte
far XL 250 Einbaugehause

e  Frontteil mit Mineralfaserplatte
»  Passend fur XL 250 Einbaugehduse: P872
»  Optional mit Magnet
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@ Serie XL-Serie
Helogenie=i Sl 650°C Artikelnummer P876
Kategorie Betoninstallation
Montageart Fltigel, Kleber, Nagel, Magnet
Einsatz Ortbeton, Werksfertigung
EAN 4260182065334

Produkteigenschaften Materialeigenschaften

Form Deckel rund
Material Mineralf PP

Durchmesser Deckel 290 mm ateria ineralfaser /

Einbaudurchmesser

Leuchte/Lautsprecher 0-280mm

Farbe anthrazit
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Alle Angaben ohne Gewahr. Verbesserungen, die dem technischen Fortschritt dienen, behalten wir uns vor.
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XL250 FRONT PART WITH MINERAL FIBRE BOARD PRIMD®

Front part with mineral fibre board
for XL 250 installation housing

e  Front part with mineral fibre board
»  Suitable for XL 250 installation housing: P872
»  Optional: integrated magnet
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@ Series Concrete series
Halogenfrei

650°C Article No. P876
Category Concrete installation
Montageart Wings, glue, nails, magnet

cast-in-place concrete,

Use prefabrication
Product features EAN 4260182065334
Shape Round
Diameter 290 mm Material properties
Installation diameter 0 -280 mm Material Mineral fibre / PP
lamp/speaker
Colour Anthracite
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